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Comment Key or Definitions

The following definitions of comment descriptions represent this inspection report. All comments by the
inspector should be considered before purchasing this home. Any recommendations by the inspector to repair
or replace suggests a second opinion or further inspection by a qualified contractor. All costs associated with
further inspection fees and repair or replacement of item, component or unit should be considered before you
purchase the property.

Inspected (IN) = I visually observed the item, component or unit and if no other comments were made then it
appeared to be functioning as intended allowing for normal wear and tear.

Not Inspected (NI)= I did not inspect this item, component or unit and made no representations of whether or
not it was functioning as intended and will state a reason for not inspecting.

Not Present (NP) = This item, component or unit is not in this home or building.

Repair or Replace (RR) = The item, component or unit is not functioning as intended, or needs further inspection
by a qualified contractor. Items, components or units that can be repaired to satisfactory condition may not
need replacement.

GENERAL INFO

Property Address
86472 Newberry Rd.
Warrenton OR 97146

Date of Inspection
1/27/2022

Report ID
20220127-86472-Newberry-Rd

Customer(s)
Roger Clemens

Time of Inspection
09:00 AM

Real Estate Agent

INSPECTION DETAILS

Type of building::
Single Family (1 story)

Approximate Square Footage::
1600

Approximate Year of Original
Construction::
1989

Inspection started at::
9am

Inspection ended at::
12pm

Occupancy::
Occupied

Attending the Inspection::
Buyer's Agent

Weather during the Inspection::
Clear

Significant precipitation in last 3
days::
No

Temperature during inspection::
Below 60 (F) = 15.5 (C)

Ground/Soil surface condition:
Dry

Home Faces:
SW

COMMENT KEY & DEFINITIONS
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106
ITEMS INSPECTED

Total number in report.

27
SUMMARY COMMENTS

Total number in report.

2
VIDEOS

Total number in report.

116
PHOTOS

Total number in report.

RESULTS AT A GLANCE

1. ROOF

DESCRIPTION
The roof inspection portion of the General Home Inspection will not be as comprehensive as an inspection
performed by a qualified roofing contractor. Because of variations in installation requirements of the huge
number of different roof-covering materials installed over the years, the General Home Inspection does not
include confirmation of proper installation. Home Inspectors are trained to identify common deficiencies and to
recognize conditions that require evaluation by a specialist. Inspection of the roof typically includes visual
evaluation of the roof structure, roof-covering materials, flashing, and roof penetrations like chimneys, mounting
hardware for roof-mounted equipment, attic ventilation devices, ducts for evaporative coolers, and combustion
and plumbing vents. The roof inspection does not include leak-testing and will not certify or warranty the roof
against future leakage. Other limitations may apply and will be included in the comments as necessary.

STYLES & MATERIALS: ROOF

Method of inspection:
Walked the roof

Roof style:
Full Hip

Primary roof-covering type:
Architectural Fiberglass Asphalt
Shingle

Drainage system description:
Gutters and downspouts

Underlayment/Interlayment:
Mostly hidden from view
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1.0 ROOF DRAINAGE SYSTEM

INSPECTED, REPAIR/REPLACE

(1) Downspouts designed to discharge roof drainage was damaged or in disrepair to an extent that may limit
its ability to function as designed. This condition can result in excessively high moisture levels in soil at the
foundation. The Inspector recommends repair to help protect the home structure. All work should be
performed by a qualified contractor.

1.0 Item 1 (Picture)
NE

1.0 Item 2 (Picture)
NE

1.0 Item 3 (Picture)
NE

1.0 Item 4 (Picture)
SE

1.0 Item 5 (Picture)
SW corner of home

(2) Debris visible in the gutters at the time of the inspection should be removed to encourage proper
drainage.

1.0 Item 6 (Picture) 1.0 Item 7 (Picture) 1.0 Item 8 (Picture)

1.1 ROOF STRUCTURE VENTILATION

INSPECTED

1.2 ROOF FLASHING

INSPECTED

ITEMS: ROOF

Grizzly Home Inspections, LLC Clemens

86472 Newberry Rd. Page 6 of 63



The home had no kick-out flashing installed where a wall extended past a roof edge. Instead, a sealant has
been applied at this area. Although no deterioration was observed when tested, this condition may allow
moisture intrusion of the exterior wall covering. Kick-out flashing is designed and installed to divert water
from behind the exterior wall covering at areas of the home where a sidewall extends out past a connecting
roof eve. Although kickout flashings may not have been required when this home was originally constructed,
the Inspector recommends that you consider installation of kickout flashing by a qualified contractor. This
should not be an expensive, intrusive, or complicated installation.

1.2 Item 1 (Picture) 1.2 Item 2 (Picture) 1.2 Item 3 (Picture)

1.3 PLUMBING AND COMBUSTION VENTS

INSPECTED

Plumbing and combustion vents appeared in serviceable condition at the time of inspection

1.4 ROOF STRUCTURE EXTERIOR

INSPECTED

The inspector observed no deficiencies in the condition of the roof structure exterior.

1.5 UNDERLAYMENT

INSPECTED

Most underlayment was hidden beneath the roof-covering material. The inspector was able to view edges
only a representative areas around the perimeter of the roof. It was not inspected and the Inspector
disclaims responsibility for evaluating its condition.

1.6 ASPHALT SHINGLES

INSPECTED
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The asphalt shingle roof had areas of moss growth. This condition indicates high moisture levels. Moss
growth may increase the chances of roof leakage by slowing drainage or reduce the wind resistance of the
shingles through root tendril invasion of sealant strips. Moss is easily removed using a soft-bristle brush. The
Inspector recommends removal by a qualified roofing contractor.

1.6 Item 1 (Picture) 1.6 Item 2 (Picture) 1.6 Item 3 (Picture)
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2.0 ATTIC ACCESS

INSPECTED

Attic access located in the garage.

2.1 ROOF FRAMING (FROM ATTIC)

INSPECTED

2.2 ROOF SHEATHING

INSPECTED

2. ATTIC

DESCRIPTION
Inspection of the attic typically includes visual examination the following:roof structure (framing and sheathing);
roof structure ventilation; thermal envelope; electrical components (wiring, junction boxes, outlets, switches and
lighting); plumbing components (supply and vent pipes, bathroom vent terminations) and HVAC components
(drip pans, ducts, condensate and TPR discharge pipes)

STYLES & MATERIALS: ATTIC

Attic inspected from:
Inside the attic

Attic thermal insulation
material:
Blown-in Fiberglass

Roof Structure Ventilation:
Attic ventilation appeared
sufficient

Roof structure ventilation
device type:
Roof vents
Soffit vents

Roof Framing Type:
Conventional framing

Roof Sheathing Material:
7/16-inch Plywood

ITEMS: ATTIC
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2.3 ATTIC ELECTRICAL

INSPECTED

The Inspector observed no deficiencies in the condition of electrical components visible in the attic at the
time of the inspection.

2.4 ATTIC THERMAL ENVELOPE

INSPECTED

A bathroom exhaust vent and range hood vent terminated in the attic instead of at the home exterior. This
condition can cause excessively high moisture vapor levels in the attic with the potential to damage home
materials or create unhealthy conditions related to mold. The Inspector recommends correction by a
qualified contractor.

2.4 Item 1 (Picture)
Range hood vent

2.4 Item 2 (Picture)
master bath fan

2.4 Item 3 (Picture)

2.4 Item 4 (Picture)
Master bathroom vent

2.5 MISC ATTIC CONDITIONS (LEAKAGE, DEBRIS, ETC.)

INSPECTED, REPAIR/REPLACE
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The inspector observed discoloration on roof sheathing in the attic on NorthWest side of home. Testing with
a moisture meter revealed elevated moisture levels indicating the roof is actively leaking. The source of the
leak should be identified and repaired by a qualified roofing contractor.

2.5 Item 1 (Picture)
NW

2.5 Item 2 (Picture)
NW

2.5 Item 3 (Picture)
NW

2.5 Item 4 (Picture)
NW
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3.0 DRIVEWAY

INSPECTED

3. EXTERIOR/GROUNDS

DESCRIPTION
Inspection of the home exterior typically includes: exterior wall covering materials; exterior trim; window and
door exteriors; adequate surface drainage; driveway and walkways; window wells; exterior electrical and
plumbing components; and retaining wall conditions that may affect the home structure. The potential for
dangers/damage associated with trees- such as falling branches or root damage to foundations- varies with
tree species and age, and requires an arborist evaluation.
The General Home Inspection does not include inspection of landscape irrigation systems, fencing or swimming
pools/spas unless pre-arranged as ancillary inspections.

STYLES & MATERIALS: EXTERIOR/GROUNDS

Driveway Material:
Concrete

Walkway Materials:
Soil

ITEMS: EXTERIOR/GROUNDS
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Common cracks (one-quarter inch or less) were visible in the driveway. Cracks exceeding one-quarter inch
should be filled with an appropriate sealant to avoid continued damage to the driveway surface from
moisture.

3.0 Item 1 (Picture) 3.0 Item 2 (Picture)

3.1 WALKWAYS

INSPECTED

Common cracks (1/4 inch or less) were visible in the sidewalk. Cracks exceeding ¼ inch should be patched
with an appropriate sealant to avoid continued damage to the walkway surface from moisture.

3.1 Item 1 (Picture)

3.2 GENERAL GROUNDS

INSPECTED

3.3 DECK, BALCONY, BRIDGE, AND PORCH

INSPECTED, REPAIR/REPLACE

(1) Finish coating designed to protect wood components of the deck was severely deteriorated. Failure to
maintain the finish coating will allow sunlight, heat and moisture to reduce the lifespan of bare wood
exposed to weather. The Inspector recommends that you consult with a qualified contractor to discuss
options and costs for refinishing wood components as necessary.

3.3 Item 1 (Picture) 3.3 Item 2 (Picture) 3.3 Item 3 (Picture)
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(2) The back porch decking had an area of advanced decay noted. The Inspector recommends repair by a
qualified contractor.

3.3 Item 4 (Picture)

3.4 FENCES AND GATES

INSPECTED, REPAIR/REPLACE

Fencing exhibited severe damage requiring repair or replacement. Inspector recommends to consult with a
qualified contractor to discuss options and costs.

3.4 Item 1 (Picture)
NW

3.4 Item 2 (Picture)
NW

3.4 Item 3 (Picture)
NW

3.4 Item 4 (Picture)
NE

3.4 Item 5 (Picture)
NE

3.4 Item 6 (Picture)
NE

3.4 Item 7 (Picture)
SE
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4.0 DOOR EXTERIORS

INSPECTED

(1) Door exteriors at the home had no flashing installed above openings and these areas were dependant
upon sealant to prevent moisture intrusion. Because sealants will eventually dry, shrink and crack, leaving the
home exposed to possible moisture intrusion, all sealant-dependant areas should be inspected on an
annual basis and sealant re-applied as necessary. All work should be performed by a qualified contractor.

4.0 Item 1 (Picture)

4. WALL EXTERIORS

STYLES & MATERIALS: WALL EXTERIORS

Exterior wall-covering
Material:
Fiber-cement Siding

Exterior Doors:
Metal

ITEMS: WALL EXTERIORS
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(2) An exterior door at the front of the home exhibited moderate damage.

4.0 Item 2 (Picture)
Front door

4.1 WINDOW EXTERIORS

INSPECTED

Windows at the home had no flashing installed above opening and were dependant upon sealant to prevent
moisture intrusion. Because sealants will eventually dry, shrink and crack, leaving the home exposed to
possible moisture intrusion, sealant-dependant areas should be examined on an annual basis and sealant
re-applied as necessary. All work should be performed by a qualified contractor.

4.1 Item 1 (Picture)

4.2 ELECTRICAL RECEPTACLES (EXTERIOR)

INSPECTED

4.3 EXTERIOR LIGHTING

INSPECTED

4.4 EXTERIOR PLUMBING

INSPECTED

4.5 EXTERIOR WALL PENETRATIONS

INSPECTED, REPAIR/REPLACE
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Where the dryer vent terminated at the home exterior had no backdraft damper was installed. This
condition may allow pest entry and should be corrected.

4.5 Item 1 (Picture)
SE dryer vent

4.6 EXTERIOR WALL MEMBRANE

INSPECTED

4.7 EXTERIOR TRIM

INSPECTED

The SW garage door trim had advanced decay visible at time of inspection. The inspector recommends
replacement as necessary by a qualified contractor.

4.7 Item 1 (Picture)
SW garage

4.8 FIBER-CEMENT SIDING

INSPECTED

(1) Damaged areas of fiber-cement siding covering exterior walls should be repaired by a qualified
contractor to avoid future problems from moisture intrusion.

4.8 Item 1 (Picture)
NE

4.8 Item 2 (Picture)
NE

4.8 Item 3 (Picture)
NE Chimney
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4.8 Item 4 (Picture)
NE Chimney

4.8 Item 5 (Picture)
NE Chimney

(2) The seams of the fiber-cement siding are dependant upon sealant to prevent moisture intrusion. Many
of the seams need selant to be re-applied as necessary. All work should be performed by a qualified
contractor.

4.8 Item 6 (Picture) 4.8 Item 7 (Picture) 4.8 Item 8 (Picture)
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5.0 CRAWLSPACE ACCESS

INSPECTED

Crawlspace access located in West facing bedroom closet.

5.0 Item 1 (Picture)

5.1 CRAWLSPACE VENTILATION

INSPECTED

5.2 CRAWLSPACE HVAC

INSPECTED, REPAIR/REPLACE

Ducts in the crawlspace had extensive damage and were leaking air at the time of the inspection. A live pest
was observed in the crawlspace at time of inspection. All points of entry to the crawlspace must be closed
off to prevent further damage. The Inspector recommends correction by a qualified contractor to save on
energy costs.

5.2 Item 1 (Picture) 5.2 Item 2 (Picture) 5.2 Item 3 (Picture)

5. CRAWLSPACE

STYLES & MATERIALS: CRAWLSPACE

Ventilation:
Appeared Sufficient

Vapor Barrier:
Installed

ITEMS: CRAWLSPACE
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5.2 Item 4 (Picture) 5.2 Item 5 (Picture)

5.3 CRAWLSPACE ELECTRICAL

INSPECTED

5.4 CRAWLSPACE THERMAL ENVELOPE

INSPECTED

The crawlspace had widespread fallen insulation and should be repaired/replaced to avoid heat loss and
increase occupant comfort. Inspector believes the fallen underfloor insulation is from pests entering the
crawlspace.

5.4 Item 1 (Picture)

5.5 MISCELLANEOUS CRAWLSPACE CONDITIONS (LEAKAGE, DEBRIS, ETC.)

INSPECTED

(1) Three or more crawlspace ventilation screens were damaged and need repair. Damaged screens should
be repaired to prevent pest intrusion into the crawlspace. Stainless steel is recommended in coastal areas.
A common repair is applying adhesive sealant around the perimeter of the existing screen flange from the
exterior and installing stainless replacement screening. The Inspector recommends replacement of these
screens by a qualified contractor

5.5 Item 1 (Picture)
SW

5.5 Item 2 (Picture)
NW

5.5 Item 3 (Picture)
NE
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(2) Signs of rodent activity was noted at time of inspection. Avenues of entry should be located/sealed and
this area monitored for future activity.

5.5 Item 4 (Picture)
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6.0 EXTERIOR WALL CONSTRUCTION

INSPECTED

6.1 FLOOR STRUCTURE

INSPECTED

6.2 FOUNDATION

INSPECTED

Moderate cracks in the concrete foundation stem wall were noted on Southwest and Northwest side of the
home at time of inspection. Confirmation of continued cracking and/or correction would require the
services of a qualified contractor. Because most cracking/settlement issues are related to moist soil,

6. STRUCTURE

DESCRIPTION
The General Home Inspection includes inspection of the home structural elements that were readily visible at
the time of the inspection. This may include the: foundation; walls; floor structure; and/or roof structure. Soils
vary in their stability and ability to support the weight of a structure. Minor cracking is normal with some
common foundation materials, is typically limited to the material surface, is not a structural concern, and may
not be commented on. Cracking related to soil/foundation movement indicates the potential for present or
future structural concerns and will be commented on to the best of the inspector's ability.
Much of the home structure is hidden behind exterior and interior roof, floor, wall, and ceiling coverings, or is
buried underground. Because the General Home Inspection is limited to visual and non-invasive methods, this
report may not identify all structural deficiencies. Identification of portions of the wall structure not directly
visible requires logical assumptions on the part of the Inspector that are based on the Inspectors past
experience and knowledge of common building practices.

Upon observing indications that structural problems may exist that are not readily visible, or the evaluation of
which lies beyond the Inspector's expertise, the inspector may recommend evaluation or testing by a specialist
that may include invasive measures, which would require homeowner permission.

STYLES & MATERIALS: STRUCTURE

Foundation Configuration:
Crawlspace

Foundation Method/Materials:
Poured concrete footings (not
continuous)
Poured concrete foundation
walls

Method used to Inspect
Crawlspace:
Inspector entered the
crawlspace

Main Floor Structure-
Intermediate Support:
Wood beam girder
Wood posts
Concrete Masonry Units (CMU)
piers

Exterior Wall Structures:
Wood Frame

Typical Ceiling Structure:
Drywall attached to
dimensional lumber ceiling
joists

ITEMS: STRUCTURE
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properly controlling roof and or site drainage is important to preventing settlement issues.

6.2 Item 1 (Picture) 6.2 Item 2 (Picture)
NW

6.2 Item 3 (Picture)
NW
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7.0 FLOORS

INSPECTED

7. INTERIOR

STYLES & MATERIALS: INTERIOR

Walls and Ceilings:
Drywall

Floor Covering Materials:
Carpet
Vinyl
Laminate

Interior Doors:
Wood Hollow Core

Window Material:
Aluminum

Window Glazing:
Double-pane

Window Operation Type:
Sliding

Smoke/CO Detectors:
Smoke detectors installed
Carbon monoxide detector(s)
installed

ITEMS: INTERIOR
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The front entry had moderate floor tile damage. Inspector recommends to consult with a qualified
contractor to discuss options and costs for repair.

7.0 Item 1 (Picture)
front entry

7.0 Item 2 (Picture) 7.0 Item 3 (Picture)

7.0 Item 4 (Picture)

7.1 WALLS

INSPECTED

7.2 DOORS

INSPECTED

7.3 CEILINGS

INSPECTED

7.4 SWITCHES

INSPECTED

7.5 ELECTRICAL RECEPTACLES

INSPECTED

7.6 LIGHTING

INSPECTED

7.7 WINDOWS AND SKYLIGHTS

INSPECTED

Although no condensation was visible at the time of the inspection, staining and etching of the glass of 3
windows of the home indicated a loss of thermal integrity. Etching of the glass from long-term exposure to
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condensation constitutes permanent damage. Most styles of windows can have the panes replaced without
complete window replacement and is relatively inexpensive. The Inspector recommends that you consult
with a qualified window technician to discuss options and costs for replacement.

7.7 Item 1 (Picture)
SW bedroom

7.7 Item 2 (Picture)
SW front

7.7 Item 3 (Picture)
NE kitchen

7.8 INTERIOR TRIM

INSPECTED

Grizzly Home Inspections, LLC Clemens

86472 Newberry Rd. Page 26 of 63



8.0 RECEPTACLES AND SWITCHES

INSPECTED

8.1 RANGE HOOD

INSPECTED

8.2 RANGE

INSPECTED

8.3 DISHWASHER

INSPECTED

8.4 REFRIGERATOR

INSPECTED

8. KITCHEN AND BUILT-IN APPLIANCES

DESCRIPTION
Inspection of kitchens typically includes (limited) operation and visual inspection of the following: wall, ceiling
and floor; windows, skylights and doors; range/cooktop (basic functions, anti-tip); range hood (fan, lights, type);
dishwasher; Cabinetry exterior and interior; door and drawer; Sink basin condition; supply valves; adequate trap
configuration; functional water flow and drainage; disposal; Electrical switch operation; and outlet placement,
grounding, and GFCI protection. Note: Appliances are operated at the discretion of the Inspector.

STYLES & MATERIALS: KITCHEN AND BUILT-IN APPLIANCES

Cabinets::
Wood

Countertop Material::
Laminate

Range::
Gas

Range Hood::
Vents to exterior
Lights and fan operable

Dishwasher::
Present, Inspected

Dishwasher Anti-siphon
method::
No high-loop installed

ITEMS: KITCHEN AND BUILT-IN APPLIANCES
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8.5 CABINETS, COUNTERTOPS, AND SINKS

INSPECTED
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9.0 ELECTRICAL RECEPTACLES AND SWITCHES

INSPECTED

9.1 CABINETS

INSPECTED

9.2 TOILET

INSPECTED

9.3 SHOWER

INSPECTED

9.4 LIGHTING

INSPECTED

9.5 VENTILATION

9. A) GUEST BATH

DESCRIPTION
Inspection of the bathrooms typically includes the following:walls, floors and ceiling; sink (basin, faucet,
overflow); cabinets (exteriors, doors, drawers, undersink); toilet/bidet tub and shower (valves, showerhead, walls,
enclosure); electrical (outlets, lighting); and room ventilation

STYLES & MATERIALS: A) GUEST BATH

Exhaust Fans:
Fan only

Sink:
Sink in a cabinet

Toilet Type:
Standard flush (more than 1.6
gal. [6 litres])

Bathub:
Bathtub with shower

Shower:
Fiberglass enclosure

ITEMS: A) GUEST BATH
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INSPECTED

9.6 SINK(S)

INSPECTED

In the guest bathroom, the sink stopper was inoperable/missing.

9.6 Item 1 (Picture)
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10.0 ELECTRICAL RECEPTACLES AND SWITCHES

INSPECTED

10.1 CABINETS

INSPECTED

10.2 TOILET

INSPECTED

10. A) MASTER BATH

DESCRIPTION
Inspection of the bathrooms typically includes the following:walls, floors and ceiling; sink (basin, faucet,
overflow); cabinets (exteriors, doors, drawers, undersink); toilet/bidet tub and shower (valves, showerhead, walls,
enclosure); electrical (outlets, lighting); and room ventilation

STYLES & MATERIALS: A) MASTER BATH

Exhaust Fans:
Fan only

Sink:
Sink in a cabinet

Toilet Type:
Standard flush (more than 1.6
gal. [6 litres])

Shower:
Walk-in
Fiberglass enclosure

ITEMS: A) MASTER BATH
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The toilet in the Master bathroom had visible cracks in the porcelain of the bowl but was not leaking.

10.2 Item 1 (Picture)

10.3 SHOWER

INSPECTED

10.4 LIGHTING

INSPECTED

10.5 VENTILATION

INSPECTED

10.6 SINK(S)

INSPECTED

In the master bathroom, the sink stopper was inoperable/missing.

10.6 Item 1 (Picture)
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11.0 RECEPTACLES, SWITCHES, CONNECTIONS

INSPECTED

The laundry area had an older-style 3-prong 240 volt dryer receptacle. Newer dryers come equipped with
4-prong plugs. To accommodate a newer dryer, either the electrical receptacle or dryer cord will need to
be replaced.

11.1 CABINETS

INSPECTED

11.2 DRYER VENTING

INSPECTED, REPAIR/REPLACE

11. LAUNDRY ROOM

DESCRIPTION
In addition to those items typically inspected as part of the interior, inspection of the laundry room includes
examination of the following:dryer connections and venting; room ventilation; and provision of proper clothes
washer waste pipe.

STYLES & MATERIALS: LAUNDRY ROOM

Dryer Power:
Electric

Dryer Vent:
Smooth-bore metal (UL-
approved)

Dryer 240-volt electrical
receptacle:
Older 3-prong

ITEMS: LAUNDRY ROOM
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Dryer vent pipe had a visible hole at time of inspection. Inspector recommends replacement of dryer vent
pipe at interior of home.

11.2 Item 1 (Picture)
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12.0 GARAGE VEHICLE DOORS

INSPECTED

12.1 CONVENTIONAL DOORS

INSPECTED

12.2 FLOORS

INSPECTED

12.3 WALLS

INSPECTED

12.4 CEILING

INSPECTED

12.5 GARAGE ELECTRICAL

INSPECTED, REPAIR/REPLACE

12. GARAGE

DESCRIPTION
Inspection of the garage typically includes examination of the following:general structure; floor, wall and ceiling
surfaces; operation of all accessible conventional doors and door hardware; vehicle door condition and
operation proper electrical condition including Ground Fault Circuit Interrupter (GFCI) protection; interior and
exterior lighting; stairs and stairways proper firewall separation from living space; and proper floor drainage

STYLES & MATERIALS: GARAGE

Garage Vehicle Door Type:
Double

Number of Vehicle Doors:
1

Number of Automatic
Openers:
1

Vehicle Door Automatic
Reverse:
Photosensor installed

ITEMS: GARAGE
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(1) A Ground Fault Circuit Interrupter (GFCI) electrical outlet in the garage did not respond to testing. The
Inspector recommends that this outlet be replaced with a new GFCI outlet by a qualified electrical
contractor.

12.5 Item 1 (Picture)

(2) An electrical receptacle cover plate was missing in the garage. This condition left energized electrical
components exposed to touch, a shock/electrocution hazard. The Inspector recommends that a cover
plate be installed.

12.5 Item 2 (Picture)

12.6 ROOF FRAMING: CONVENTIONAL

INSPECTED

12.7 FIRE SEPARATION

INSPECTED
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13.0 ELECTRIC METER

13. ELECTRICAL

DESCRIPTION
Over the years, many different types and brands of electrical components have been installed in homes.
Electrical components and standards have changed and continue to change. Homes electrical systems are not
required to be updated to meet newly enacted electrical codes or standards. Full and accurate inspection of
electrical systems requires contractor-level experience. For this reason, full inspection of home electrical
systems lies beyond the scope of the General Home Inspection.
The General Home Inspection is limited to identifying common electrical requirements and deficiencies.
Conditions indicating the need for a more comprehensive inspection will be referred to a qualified electrical
contractor.Inspection of the home electrical system typically includes visual inspection of the following:service
drop: conductors, weatherhead, and service mast; electric meter exterior; service panel and sub-panels; service
and equipment grounding; system and component bonding; and visible branch wiring: receptacles
(representative number), switches, lighting

STYLES & MATERIALS: ELECTRICAL

Electrical Service
Conductors::
Underground service

Service Grounding Electrode:
Driven rod

Service Panel Ampacity:
100 amp

Service Panel Manufacturer:
General Electric

Service Panel Type::
Load Center

Service Panel Exposure Rating:
Type 1

Service Disconnect Location:
At Service Panel

Service Disconnect Type:
Breakers

Type of Branch Wiring:
Vinyl-coated
Solid Copper

ITEMS: ELECTRICAL
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INSPECTED

13.1 SERVICE ENTRANCE CONDUCTORS

INSPECTED

13.2 SERVICE PANEL EXPOSURE RATING

INSPECTED

13.3 SERVICE PANEL CABINET AND COVER

INSPECTED

Gaps in the cover of the service panel may allow a person to come into contact with energized electrical
components. This condition is a potential shock/electrocution hazard and should be corrected by a
qualified electrical contractor.

13.3 Item 1 (Picture)

13.4 SERVICE PANEL WIRING

INSPECTED

In the Service Panel, Neutral (white wire) and equipment grounding conductors (bare wire) terminate under
the same lug. An individual terminal should be provided for the connection of each branch-circuit neutral
conductor. When the neutral is disconnected, the objective is to still have the equipment ground
connected. If both the neutral and grounded conductor is under the same terminal, this cannot be
accomplished. Recommend repair by a licensed electrical contractor.

13.4 Item 1 (Picture) 13.4 Item 2 (Picture)

13.5 SERVICE DISCONNECT

INSPECTED

13.6 OVERCURRENT PROTECTION DEVICES
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INSPECTED

13.7 SERVICE GROUNDING ELECTRODE SYSTEM & SERVICE BOND

INSPECTED

13.8 EQUIPMENT GROUNDING & BONDING

INSPECTED

13.9 VISIBLE BRANCH WIRING

INSPECTED
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14.0 WATER SUPPLY AND DISTRIBUTION

INSPECTED

14. PLUMBING

DESCRIPTION
Inspection of the plumbing system typically includes (limited) operation and visual inspection of: water supply
source (identification as public or private); sewage disposal system (identification as public or private); water
supply/distribution pipes; drain, waste and vent (DWV) system; water heater (type, condition and operation);
gas system; and sump pump (confirmation of installation/operation).

STYLES & MATERIALS: PLUMBING

Water Supply Source:
Public Water Supply

Main Water Supply Pipe:
Copper

Water Distribution Pipes:
Copper

Water Heater Manufacturer:
Bradford White

Date of Manufacture:
2006

Water Heater Tank Capacity:
50 gallons

Water Heater Type:
Tank (conventional)

Water Heater Fuel Type:
Gas

Functional Flow:
All plumbing fixtures had
functional flow

Functional Drainage:
All plumbing fixtures had
functional drainage

Sewage System Type:
Public

Drain Waste and Vent Pipe
Materials:
ABS plastic

Gas Pipe Material:
Steel

Type of Gas:
Natural Gas

ITEMS: PLUMBING
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Main water shut off located in water meter basin in front yard.

14.0 Item 1 (Picture)

14.1 GAS WATER HEATER

INSPECTED

At the time of the inspection, the Inspector observed no deficiencies in the condition, installation or
operation of the water heater.

14.1 Item 1 (Picture)
2006 model year

14.2 SEWAGE AND DWV SYSTEMS

INSPECTED

At the time of the inspection, the Inspector observed no deficiencies in the condition of the home sewage
disposal system.

14.3 EXTERIOR PLUMBING

INSPECTED
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15.0 PRESENCE OF INSTALLED HEAT SOURCE IN EACH ROOM

INSPECTED

15.1 FURNACE

INSPECTED

15. HEATING

DESCRIPTION
Heating system inspection will not be as comprehensive as that performed by a qualified heating, ventilating,
and air-conditioning (HVAC) system contractor. For example: identification of cracked heat exchangers requires
a contractor evaluation. Report comments are limited to identification of common requirements and
deficiencies. Observed indications that further evaluation is needed will result in referral to a qualified HVAC
contractor. The general home inspection does not include any type of heating system warranty or guaranty.
Inspection of heating systems is limited to basic evaluation based on visual examination and operation using
normal controls. Report comments are limited to identification of common requirements and deficiencies.
Observed indications that further evaluation is needed will be referred to a qualified heating, ventilating, and air-
conditioning (HVAC) contractor. Inspection of heating systems typically includes (limited) operation and visual
inspection of: the heating appliance (confirmation of adequate response to the call for heat); proper heating
appliance location; proper or adequate heating system configuration; exterior cabinet condition; fuel supply
configuration and condition; combustion exhaust venting; heat distribution components; proper condensation
discharge; and temperature/pressure relief valve and discharge pipe (presence, condition, and configuration).

STYLES & MATERIALS: HEATING

Heating System Type:
Gas-fired Furnace

Heating System Brand:
Ingersoll Rand

Date of Manufacture:
2019

Energy Source:
Natural gas

Number of Heat Systems:
Two

Heating and Cooling Ducts:
Insulated

Air Filter Type:
Disposable

Filter Size:
16x20

Air Filter Location:
Sliding panel at furnace

ITEMS: HEATING
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The Inspector observed no deficiencies in the condition, installation or operation of the furnace.

15.1 Item 1 (Picture)
2019 Model year

15.1 Item 2 (Video)

15.2 FILTER CONDITION

INSPECTED, REPAIR/REPLACE

The air filter appeared dirty and in need of replacement.

15.2 Item 1 (Picture) 15.2 Item 2 (Picture)

15.3 THERMOSTAT

INSPECTED

15.4 FIREPLACE

INSPECTED

(1) At the time of the inspection, the Inspector observed no deficiencies in the condition of the wood fired
fireplace in the family room. Full inspection of wood-burning fireplaces lies beyond the scope of the
General Home Inspection.

15.4 Item 1 (Picture) 15.4 Item 2 (Picture)

(2) There was no chimney hood or cap installed at time of inspection. It is recommended in coastal areas
with high precipitation that a chimney hood/cap be installed to prevent moisture related damage to mortar
joints and moisture intrusion to the interior of the home. These are not required, however it is
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recommended as an upgrade.

15.4 Item 3 (Picture)

15.5 FUEL, PIPING AND SUPPORT

INSPECTED
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16.0 VIDEO LINKS

INSPECTED

Video is included for your reference. No deficiencies were noted. Inspector was unable to locate a ground
level sewer cleanout, inspector entered the sewer line through the roof vent.

16.0 Item 1 (Video)

16.1 PIPE CONNECTIONS

INSPECTED

16.2 PROPER SLOPE

INSPECTED

16. SEWER SCOPE

STYLES & MATERIALS: SEWER SCOPE

Pipe Material:
ABS
3034 PVC

ITEMS: SEWER SCOPE

Grizzly Home Inspections, LLC Clemens

86472 Newberry Rd. Page 45 of 63



CONCERNS

The following items or discoveries indicate that these systems or components may not be fully functioning as intended,
may be marginal, or may need eventual repair, replacement or service. Items may be an observation where further
monitoring or evaluation may be required to fully diagnose the problem, issue or repair.

2. ATTIC

2.5 MISC ATTIC CONDITIONS (LEAKAGE, DEBRIS, ETC.)

INSPECTED, REPAIR/REPLACE

The inspector observed discoloration on roof sheathing in the attic on NorthWest side of home. Testing with a
moisture meter revealed elevated moisture levels indicating the roof is actively leaking. The source of the leak
should be identified and repaired by a qualified roofing contractor.

2.5 Item 1 (Picture)
NW

2.5 Item 2 (Picture)
NW

2.5 Item 3 (Picture)
NW
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2.5 Item 4 (Picture)
NW

Prepared Using HomeGauge http://www.HomeGauge.com : Licensed To Jared Delay

Grizzly Home Inspections, LLC Clemens

86472 Newberry Rd. Page 47 of 63

http://www.homegauge.com/


ITEMS NOT FUNCTIONING

The following items or discoveries indicate that these systems or components do not function as intended or adversely
affects the habitability of the dwelling; or warrants further investigation by a specialist, or requires subsequent
observation. This summary shall not contain recommendations for routine upkeep of a system or component to keep it
in proper functioning condition or recommendations to upgrade or enhance the function or efficiency of the home.
This summary is not the entire report. The complete report may include additional information of concern to the
customer. It is recommended that the customer read the complete report.

9. A) GUEST BATH

9.6 SINK(S)

INSPECTED

In the guest bathroom, the sink stopper was inoperable/missing.

9.6 Item 1 (Picture)

10. A) MASTER BATH

10.6 SINK(S)

INSPECTED

In the master bathroom, the sink stopper was inoperable/missing.
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10.6 Item 1 (Picture)

12. GARAGE

12.5 GARAGE ELECTRICAL

INSPECTED, REPAIR/REPLACE

(1) A Ground Fault Circuit Interrupter (GFCI) electrical outlet in the garage did not respond to testing. The
Inspector recommends that this outlet be replaced with a new GFCI outlet by a qualified electrical
contractor.

12.5 Item 1 (Picture)

Home inspectors are not required to report on the following: Life expectancy of any component or system; The
causes of the need for a repair; The methods, materials, and costs of corrections; The suitability of the property
for any specialized use; Compliance or non-compliance with codes, ordinances, statutes, regulatory
requirements or restrictions; The market value of the property or its marketability; The advisability or
inadvisability of purchase of the property; Any component or system that was not observed; The presence or
absence of pests such as wood damaging organisms, rodents, or insects; or Cosmetic items, underground
items, or items not permanently installed. Home inspectors are not required to: Offer warranties or guarantees
of any kind; Calculate the strength, adequacy, or efficiency of any system or component; Enter any area or
perform any procedure that may damage the property or its components or be dangerous to the home
inspector or other persons; Operate any system or component that is shut down or otherwise inoperable;
Operate any system or component that does not respond to normal operating controls; Disturb insulation,
move personal items, panels, furniture, equipment, plant life, soil, snow, ice, or debris that obstructs access or
visibility; Determine the presence or absence of any suspected adverse environmental condition or hazardous
substance, including but not limited to mold, toxins, carcinogens, noise,contaminants in the building or in soil,
water, and air; Determine the effectiveness of any system installed to control or remove suspected hazardous
substances; Predict future condition, including but not limited to failure of components; Since this report is
provided for the specific benefit of the customer(s), secondary readers of this information should hire a
licensed inspector to perform an inspection to meet their specific needs and to obtain current information
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concerning this property.
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SAFETY CONCERNS

The following items or discoveries indicate that these systems or components do not function as intended or
adversely affects the habitability of the dwelling; or warrants further investigation by a specialist, or requires
subsequent observation. This summary shall not contain recommendations for routine upkeep of a system or
component to keep it in proper functioning condition or recommendations to upgrade or enhance the function or
efficiency of the home. This Summary is not the entire report. The complete report may include additional information
of concern to the customer. It is recommended that the customer read the complete report.

12. GARAGE

12.5 GARAGE ELECTRICAL

INSPECTED, REPAIR/REPLACE

(2) An electrical receptacle cover plate was missing in the garage. This condition left energized electrical
components exposed to touch, a shock/electrocution hazard. The Inspector recommends that a cover plate
be installed.

12.5 Item 2 (Picture)

13. ELECTRICAL

13.3 SERVICE PANEL CABINET AND COVER

INSPECTED
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Gaps in the cover of the service panel may allow a person to come into contact with energized electrical
components. This condition is a potential shock/electrocution hazard and should be corrected by a qualified
electrical contractor.

13.3 Item 1 (Picture)

13.4 SERVICE PANEL WIRING

INSPECTED

In the Service Panel, Neutral (white wire) and equipment grounding conductors (bare wire) terminate under
the same lug. An individual terminal should be provided for the connection of each branch-circuit neutral
conductor. When the neutral is disconnected, the objective is to still have the equipment ground connected.
If both the neutral and grounded conductor is under the same terminal, this cannot be accomplished.
Recommend repair by a licensed electrical contractor.

13.4 Item 1 (Picture) 13.4 Item 2 (Picture)
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MAINTENACE ISSUES

The following items or discoveries indicate that these systems or components may be in need of current maintenance
or will require either ongoing or periodic maintenance to prevent unsatisfactory conditions from developing. These
summary items are included for your reference and may include areas or systems to monitor. It is to be expected that
home ownership comes with the responsibilities of performing maintenance to extend the long term expected service
life of installed components of a home.

1. ROOF

1.0 ROOF DRAINAGE SYSTEM

INSPECTED, REPAIR/REPLACE

(1) Downspouts designed to discharge roof drainage was damaged or in disrepair to an extent that may limit
its ability to function as designed. This condition can result in excessively high moisture levels in soil at the
foundation. The Inspector recommends repair to help protect the home structure. All work should be
performed by a qualified contractor.

1.0 Item 1 (Picture)
NE

1.0 Item 2 (Picture)
NE

1.0 Item 3 (Picture)
NE
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1.0 Item 4 (Picture)
SE

1.0 Item 5 (Picture)
SW corner of home

(2) Debris visible in the gutters at the time of the inspection should be removed to encourage proper drainage.

1.0 Item 6 (Picture) 1.0 Item 7 (Picture) 1.0 Item 8 (Picture)

1.2 ROOF FLASHING

INSPECTED

The home had no kick-out flashing installed where a wall extended past a roof edge. Instead, a sealant has
been applied at this area. Although no deterioration was observed when tested, this condition may allow
moisture intrusion of the exterior wall covering. Kick-out flashing is designed and installed to divert water from
behind the exterior wall covering at areas of the home where a sidewall extends out past a connecting roof
eve. Although kickout flashings may not have been required when this home was originally constructed, the
Inspector recommends that you consider installation of kickout flashing by a qualified contractor. This should
not be an expensive, intrusive, or complicated installation.

1.2 Item 1 (Picture) 1.2 Item 2 (Picture) 1.2 Item 3 (Picture)

1.6 ASPHALT SHINGLES

INSPECTED

The asphalt shingle roof had areas of moss growth. This condition indicates high moisture levels. Moss growth
may increase the chances of roof leakage by slowing drainage or reduce the wind resistance of the shingles
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through root tendril invasion of sealant strips. Moss is easily removed using a soft-bristle brush. The Inspector
recommends removal by a qualified roofing contractor.

1.6 Item 1 (Picture) 1.6 Item 2 (Picture) 1.6 Item 3 (Picture)

2. ATTIC

2.4 ATTIC THERMAL ENVELOPE

INSPECTED

A bathroom exhaust vent and range hood vent terminated in the attic instead of at the home exterior. This
condition can cause excessively high moisture vapor levels in the attic with the potential to damage home
materials or create unhealthy conditions related to mold. The Inspector recommends correction by a qualified
contractor.

2.4 Item 1 (Picture)
Range hood vent

2.4 Item 2 (Picture)
master bath fan

2.4 Item 3 (Picture)

2.4 Item 4 (Picture)
Master bathroom vent

3. EXTERIOR/GROUNDS

3.3 DECK, BALCONY, BRIDGE, AND PORCH
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INSPECTED, REPAIR/REPLACE

(1) Finish coating designed to protect wood components of the deck was severely deteriorated. Failure to
maintain the finish coating will allow sunlight, heat and moisture to reduce the lifespan of bare wood exposed
to weather. The Inspector recommends that you consult with a qualified contractor to discuss options and
costs for refinishing wood components as necessary.

3.3 Item 1 (Picture) 3.3 Item 2 (Picture) 3.3 Item 3 (Picture)

(2) The back porch decking had an area of advanced decay noted. The Inspector recommends repair by a
qualified contractor.

3.3 Item 4 (Picture)

3.4 FENCES AND GATES

INSPECTED, REPAIR/REPLACE

Fencing exhibited severe damage requiring repair or replacement. Inspector recommends to consult with a
qualified contractor to discuss options and costs.

3.4 Item 1 (Picture)
NW

3.4 Item 2 (Picture)
NW

3.4 Item 3 (Picture)
NW
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3.4 Item 4 (Picture)
NE

3.4 Item 5 (Picture)
NE

3.4 Item 6 (Picture)
NE

3.4 Item 7 (Picture)
SE

4. WALL EXTERIORS

4.5 EXTERIOR WALL PENETRATIONS

INSPECTED, REPAIR/REPLACE

Where the dryer vent terminated at the home exterior had no backdraft damper was installed. This condition
may allow pest entry and should be corrected.

4.5 Item 1 (Picture)
SE dryer vent

4.7 EXTERIOR TRIM

INSPECTED

The SW garage door trim had advanced decay visible at time of inspection. The inspector recommends
replacement as necessary by a qualified contractor.
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4.7 Item 1 (Picture)
SW garage

4.8 FIBER-CEMENT SIDING

INSPECTED

(1) Damaged areas of fiber-cement siding covering exterior walls should be repaired by a qualified contractor
to avoid future problems from moisture intrusion.

4.8 Item 1 (Picture)
NE

4.8 Item 2 (Picture)
NE

4.8 Item 3 (Picture)
NE Chimney

4.8 Item 4 (Picture)
NE Chimney

4.8 Item 5 (Picture)
NE Chimney

(2) The seams of the fiber-cement siding are dependant upon sealant to prevent moisture intrusion. Many of
the seams need selant to be re-applied as necessary. All work should be performed by a qualified contractor.
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4.8 Item 6 (Picture) 4.8 Item 7 (Picture) 4.8 Item 8 (Picture)

5. CRAWLSPACE

5.2 CRAWLSPACE HVAC

INSPECTED, REPAIR/REPLACE

Ducts in the crawlspace had extensive damage and were leaking air at the time of the inspection. A live pest
was observed in the crawlspace at time of inspection. All points of entry to the crawlspace must be closed off
to prevent further damage. The Inspector recommends correction by a qualified contractor to save on energy
costs.

5.2 Item 1 (Picture) 5.2 Item 2 (Picture) 5.2 Item 3 (Picture)

5.2 Item 4 (Picture) 5.2 Item 5 (Picture)

5.4 CRAWLSPACE THERMAL ENVELOPE

INSPECTED

The crawlspace had widespread fallen insulation and should be repaired/replaced to avoid heat loss and
increase occupant comfort. Inspector believes the fallen underfloor insulation is from pests entering the
crawlspace.
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5.4 Item 1 (Picture)

5.5 MISCELLANEOUS CRAWLSPACE CONDITIONS (LEAKAGE, DEBRIS, ETC.)

INSPECTED

(1) Three or more crawlspace ventilation screens were damaged and need repair. Damaged screens should be
repaired to prevent pest intrusion into the crawlspace. Stainless steel is recommended in coastal areas. A
common repair is applying adhesive sealant around the perimeter of the existing screen flange from the
exterior and installing stainless replacement screening. The Inspector recommends replacement of these
screens by a qualified contractor

5.5 Item 1 (Picture)
SW

5.5 Item 2 (Picture)
NW

5.5 Item 3 (Picture)
NE

(2) Signs of rodent activity was noted at time of inspection. Avenues of entry should be located/sealed and
this area monitored for future activity.

5.5 Item 4 (Picture)

7. INTERIOR

7.0 FLOORS

INSPECTED

The front entry had moderate floor tile damage. Inspector recommends to consult with a qualified contractor
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to discuss options and costs for repair.

7.0 Item 1 (Picture)
front entry

7.0 Item 2 (Picture) 7.0 Item 3 (Picture)

7.0 Item 4 (Picture)

7.7 WINDOWS AND SKYLIGHTS

INSPECTED

Although no condensation was visible at the time of the inspection, staining and etching of the glass of 3
windows of the home indicated a loss of thermal integrity. Etching of the glass from long-term exposure to
condensation constitutes permanent damage. Most styles of windows can have the panes replaced without
complete window replacement and is relatively inexpensive. The Inspector recommends that you consult with
a qualified window technician to discuss options and costs for replacement.

7.7 Item 1 (Picture)
SW bedroom

7.7 Item 2 (Picture)
SW front

7.7 Item 3 (Picture)
NE kitchen

11. LAUNDRY ROOM

11.2 DRYER VENTING

INSPECTED, REPAIR/REPLACE

Dryer vent pipe had a visible hole at time of inspection. Inspector recommends replacement of dryer vent
pipe at interior of home.
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11.2 Item 1 (Picture)

15. HEATING

15.2 FILTER CONDITION

INSPECTED, REPAIR/REPLACE

The air filter appeared dirty and in need of replacement.

15.2 Item 1 (Picture) 15.2 Item 2 (Picture)
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Grizzly Home Inspections, LLC
Jared Delay CCB 235855
503-298-1625
homeinspections.grizzly@gmail.com
Inspected By: Jared Delay

Inspection Date: 1/27/2022
Report ID: 20220127-86472-Newberry-Rd

Customer Info: Inspection Property:

Roger Clemens

Customer's Real Estate Professional:

86472 Newberry Rd.
Warrenton OR 97146

Inspection Fee:

Service Price Amount Sub-Total

Tax $0.00
Total Price $0.00

Payment Method:
Payment Status:
Note:
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